CWS-110 Compact Weather Station Sensor Datasheet

Product Name : CWS-110 Compact Weather Station Sensor
Product Code :CWS-110

()
Overview Er‘:‘ﬁ

CWS-110 Compact Weather Station is used to measure

environmental ambient temperature, relative humidity, and @’*
atmospheric pressure. It can directly connect to data loggers, lIoT

devices, PLCs, and SCADA systems that have Modbus RTU input via i
its Modbus RTU RS-485 output. '@l

Included Sensors Al

o Ambient Temperature Sensor
o Relative Humidity Sensor

o Atmospheric Pressure Sensor

Application Areas

o Solar Power Plant o Greenhouse Applications o Industrial Applications o Highways and Bridges
o Agricultural Fields ¢ Meteorological Measurement o Wind Power Plant o Ship and Airports
Product Features Meas. Range Resolution Meas. Principle
Ampient Temperature Sensor -40°C ~ +85°C 0.1°C RTD
Relative Humidty Sensor 0~100 %RH 0.1° Capacitive
Atmospheric Pressure Sensor 260~1260 hPa 0.1 hPa MEMS
Electrical Specifications Cable and Connection Specifications
Protocol and Connection Output : Modbus RTU RS-485 Cable Length :3m
Supply Voltage :9-48V DC Connector Type 1 1P 67
Current Consumption :10 mA @24 VDC White :9-48V DC (+) O
Mechanical Specifications Brown :GND (-) )
Dimensions  XXXXXXX Yellow : Data (+) O
Housing : Aluminum, Plastic Green :Data (-) @
Protection :IP 65
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